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§393.203 Cab and body components.

(@) The cab compartment doors or
door parts used as an entrance or exist
shall not be missing or broken. Doors
shall not sag so that they cannot be
properly opened or closed. No door
shall be wired shut or otherwise se-
cured in the closed position so that it
cannot be readily opened. EXCEPTION:
When the vehicle is loaded with pipe or
bar stock that blocks the door and the
cab has a roof exit.

(b) Bolts or brackets securing the cab
or the body of the vehicle to the frame
shall not be loose, broken, or missing.

(¢) The hood must be securely fas-
tened.

(d) All seats must be securely mount-
ed.

(e) The front bumper must not be
missing, loosely attached, or protrud-
ing beyond the confines of the vehicle
so as to create a hazard.

§393.205 Wheels.

(@) Wheels and rims shall not be
cracked or broken.

(b) Stud or bolt holes on the wheels
shall shall not be elongated (out of
round).

(c) Nuts or bolts shall not be missing
or loose.

§393.207 Suspension systems.

(a) Axles. No axle positioning part
shall be cracked, broken, loose or miss-
ing. All axles must be in proper align-
ment.

(b) Adjustable axles. Adjustable axle
assemblies shall not have locking pins
missing or disengaged.

(c) Leaf springs. No leaf spring shall
be cracked, broken, or missing nor
shifted out of position.

(d) Coil springs. No coil spring shall be
cracked or broken.

(e) Torsion bar. No torsion bar or tor-
sion bar suspension shall be cracked or
broken.

(f) Air suspensions. The air pressure
regulator valve shall not allow air into
the suspension system until at least 55
psi is in the braking system. The vehi-
cle shall be level (not tilting to the left
or right). Air leakage shall not be
greater than 3 psi in a 5-minute time
period when the vehicle’s air pressure
gauge shows normal operating pres-
sure.

§395.1

§393.209 Steering wheel systems.

(@) The steering wheel shall be se-
cured and must not have any spokes
cracked through or missing.

(b) The steering wheel lash shall not
exceed the following parameters:

Manual Power

Steering wheel diameter steering steering

system system
16" or less ... 2"+ 412"+
18" .. 2Y4"+ A%4"+
20" 215"+ 5Ya"+
22" .. 294"+ 5%4"+

(c) Steering column. The steering col-
umn must be securely fastened.

(d) Steering system. Universal joints
shall not be worn, faulty or repaired by
welding. The steering gear box shall
not have loose or missing mounting
bolts or cracks in the gear box or
mounting brackets. The pitman arm on
the steering gear output shaft shall not
be loose. Steering wheels shall turn
freely through the limit of travel in
both directions.

(e) Power steering systems. All compo-
nents of the power system must be in
operating condition. No parts shall be
loose or broken. Belts shall not be
frayed, cracked or slipping. The system
shall not leak. The power steering sys-
tem shall have sufficient fluid in the
reservoir.
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§395.1 Scope of rules in this part.

(a) General. (1) The rules in this part
apply to all motor carriers and drivers,

743



§395.1

except as provided in paragraphs (b)
through (n) of this section.

(2) The exceptions from Federal re-
quirements contained in paragraphs (1)
through (n) do not preempt State laws
and regulations governing the safe op-
eration of commercial motor vehicles.

(b) Adverse driving conditions. (1) Ex-
cept as provided in paragraph (i)(2) of
this section, a driver who encounters
adverse driving conditions, as defined
in §395.2, and cannot, because of those
conditions, safely complete the run
within the 10-hour maximum driving
time permitted by §395.3(a) may drive
and be permitted or required to drive a
commercial motor vehicle for not more
than 2 additional hours in order to
complete that run or to reach a place
offering safety for the occupants of the
commercial motor vehicle and security
for the commercial motor vehicle and
its cargo. However, that driver may
not drive or be permitted to drive—

(i) For more than 12 hours in the ag-
gregate following 8 consecutive hours
off duty; or

(ii) After he/she has been on duty 15
hours following 8 consecutive hours off
duty.

(2) Emergency conditions. In case of
any emergency, a driver may complete
his/her run without being in violation
of the provisions of the regulations in
this part, if such run reasonably could
have been completed absent the emer-
gency.

(c) Driver-salesperson. The provisions
of §395.3(b) shall not apply to any driv-
er-salesperson whose total driving time
does not exceed 40 hours in any period
of 7 consecutive days.

(d) Oilfield operations. (1) In the in-
stance of drivers of commercial motor
vehicles used exclusively in the trans-
portation of oilfield equipment, includ-
ing the stringing and picking up of pipe
used in pipelines, and servicing of the
field operations of the natural gas and
oil industry, any period of 8 consecu-
tive days may end with the beginning
of any off-duty period of 24 or more
successive hours.

(2) In the case of specially trained
drivers of commercial motor vehicles
which are specially constructed to
service oil wells, on-duty time shall
not include waiting time at a natural
gas or oil well site; provided, that all

49 CFR Ch. Ill (10-1-96 Edition)

such time shall be fully and accurately
accounted for in records to be main-
tained by the motor carrier. Such
records shall be made available upon
request of the Federal Highway Admin-
istration.

(e) 100 air-mile radius driver. A driver
is exempt from the requirements of
§395.8 if:

(1) The driver operates within a 100
air-mile radius of the normal work re-
porting location;

(2) The driver, except a driver sales-
person, returns to the work reporting
location and is released from work
within 12 consecutive hours;

(3) At least 8 consecutive hours off
duty separate each 12 hours on duty;

(4) The driver does not exceed 10
hours maximum driving time following
8 consecutive hours off duty; and,

(5) The motor carrier that employs
the driver maintains and retains for a
period of 6 months accurate and true
time records showing:

(i) The time the driver reports for
duty each day;

(iif) The total number of hours the
driver is on duty each day;

(iii) The time the driver is released
from duty each day; and

(iv) The total time for the preceding
7 days in accordance with §395.8(j)(2)
for drivers used for the first time or
intermittently.

(f) Retail store deliveries. The provi-
sions of §395.3 (a) and (b) shall not
apply with respect to drivers of com-
mercial motor vehicles engaged solely
in making local deliveries from retail
stores and/or retail catalog businesses
to the ultimate consumer, when driv-
ing solely within a 100-air mile radius
of the driver’s work-reporting location,
during the period from December 10 to
December 25, both inclusive, of each
year.

(9) Retention of driver’s record of duty
status. Upon written request to, and
with the approval of, the Regional Di-
rector of Motor Carriers for the region
in which the motor carrier has its prin-
cipal place of business, a motor carrier
may forward and maintain the driver’s
records of duty status at a regional or
terminal office. The addresses and ju-
risdictions of the Regional Director of
Motor Carriers offices are shown in
§390.27 of this chapter.
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(h) Sleeper berths. Drivers using sleep-
er berth equipment as defined in §395.2
or who are off duty at a natural gas or
oil well location, may cumulate the re-
quired 8 consecutive hours off duty, as
required by §395.3, resting in a sleeper
berth in two separate periods totaling 8
hours, neither period to be less than 2
hours, or resting while off duty in
other sleeping accommodations at a
natural gas or oil well location.

(i) State of Alaska. (1) The provisions
of §395.3 shall not apply to any driver
who is driving a commercial motor ve-
hicle in the State of Alaska. A driver
who is driving a commercial motor ve-
hicle in the State of Alaska must not
drive or be required or permitted to
drive—

(i) More than 15 hours following 8
consecutive hours off duty;

(ii) After being on duty for 20 hours
or more following 8 consecutive hours
off duty;

(iii) After having been on duty for 70
hours in any period of 7 consecutive
days, if the motor carrier for which the
driver drives does not operate every
day in the week; or

(iv) After having been on duty for 80
hours in any period of 8 consecutive
days, if the motor carrier for which the
driver drives operates every day in the
week.

(2) A driver who is driving a commer-
cial motor vehicle in the State of Alas-
ka and who encounters adverse driving
conditions (as defined in §395.2) may
drive and be permitted or required to
drive a commercial motor vehicle for
the period of time needed to complete
the run. After he/she completes the
run, that driver must be off duty for 8
consecutive hours before he/she drives
again.

(j) State of Hawaii. The rules in §395.8
do not apply to a driver who drives a
commercial motor vehicle in the State
of Hawaii, if the motor carrier who em-
ploys the driver maintains and retains
for a period of 6 months accurate and
true records showing—

(1) The total number of hours the
driver is on duty each day; and

(2) The time at which the driver re-
ports for, and is released from, duty
each day.

(k) Travel time. When a driver at the
direction of the motor carrier is travel-

§395.2

ing, but not driving or assuming any
other responsibility to the carrier,
such time shall be counted as on-duty
time unless the driver is afforded at
least 8 consecutive hours off duty when
arriving at destination, in which case
he/she shall be considered off duty for
the entire period.

(I) Agricultural operations. The provi-
sions of §395.3 shall not apply to driv-
ers transporting agricultural commod-
ities or farm supplies for agricultural
purposes in a State if such transpor-
tation:

(1) Is limited to an area within a 100
air mile radius from the source of the
commodities or the distribution point
for the farm supplies, and

(2) Is conducted during the planting
and harvesting seasons within such
State, as determined by the State.

(m) Ground water well drilling oper-
ations. In the instance of a driver of a
commercial motor vehicle who is used
primarily in the transportation and op-
erations of a ground water well drilling
rig, any period of 7 or 8 consecutive
days may end with the beginning of
any off-duty period of 24 or more suc-
cessive hours.

(n) Construction materials and equip-
ment. In the instance of a driver of a
commercial motor vehicle who is used
primarily in the transportation of con-
struction materials and equipment,
any period of 7 or 8 consecutive days
may end with the beginning of any off-
duty period of 24 or more successive
hours.

(o) Utility service vehicles. In the in-
stance of a driver of a utility service
vehicle, any period of 7 or 8 consecutive
days may end with the beginning of
any off-duty period of 24 or more suc-
cessive hours.

[57 FR 33647, July 30, 1992, as amended at 58
FR 33777, June 21, 1993; 60 FR 38748, July 28,
1995; 61 FR 14679, Apr. 3, 1996]

§395.2 Definitions.

As used in this part, the following
words and terms are construed to
mean:

Adverse driving conditions means
snow, sleet, fog, other adverse weather
conditions, a highway covered with
snow or ice, or unusual road and traffic
conditions, none of which were appar-
ent on the basis of information known
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